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SITE NOTES:

1. THE CONTRACTOR SHALL BE RESPONSIBLE FOR THE INSTALLATION AND MAINTENANCE OF THE

CONSTRUCTION LAYDOWN AREA, PERIMETER FENCE, AND ASSOCIATED GATES. THE CONTRACTOR SHALL ALSO

BE RESPONSIBLE FOR THE REMOVAL OF THE CONSTRUCTION LAYDOWN AREA PERIMETER FENCE AND

ASSOCIATED GATES AT THE COMPLETION OF THE PROJECT.

2. THE CONTRACTOR SHALL REFERENCE THE DESIGN PLANS FOR DIMENSIONS, JOINT LOCATIONS, AND INLAY

SPECIFICATIONS NEAR BUILDINGS AND IN COURTYARDS. CONTRACTOR SHALL PROVIDE JOINTS IN WALKWAYS

AND HARDSCAPE PER DETAILS OR AS INDICATED ON LANDSCAPE/HARDSCAPE PLAN SHEETS.

3. ALL CONSTRUCTION TRAFFIC SHALL ENTER SITE FROM TRINITY ROAD UNLESS OTHERWISE APPROVED IN

WRITING FROM THE OWNER'S REPRESENTATIVE FOR AN ALTERNATE POINT OF ACCESS.

4.REFER TO ARCHITECTURAL PLANS FOR BUILDING INFORMATION.

5. ALL DIMENSIONS ARE IN DECIMAL FEET TO OUTSIDE FACE OF BUILDINGS, TO CENTERLINES, AND/OR FACE OF

CURB UNLESS OTHERWISE NOTED.

6. THE CONTRACTOR SHALL VERIFY ALL DIMENSIONS AND COORDINATES AND REPORT ANY DISCREPANCIES TO

THE OWNER'S REPRESENTATIVE PRIOR TO ANY CONSTRUCTION.

7. ALL WRITTEN DIMENSIONS SHALL PREVAIL.  DO NOT SCALE FROM DRAWINGS.

8. ALL UTILITIES WITH SURFACE ACCESS SHALL BE LOCATED WITHIN THE PAVING PATTERN AND SHALL BE

COORDINATED WITH LANDSCAPE ARCHITECT PRIOR TO CONSTRUCTION.  REFER TO LAYOUT DRAWINGS.

9. ALL ANGLES ARE 90 DEGREES UNLESS OTHERWISE NOTED.

10. ALIGN ALL JOINTS, CORNERS, AND EDGES AS SHOWN

11. CONTRACTOR SHALL REFER TO AND COORDINATE WITH ARCHITECTURAL, STRUCTURAL, AND MEP DRAWINGS

AT ALL TIMES PRIOR TO AND DURING CONSTRUCTION.

12. ALL CURB TAPERS ARE SIX (6') FEET LONG UNLESS OTHERWISE SHOWN ON PLAN.

13. WHERE NEW SIDEWALK ADJOINS EXISTING WALK, PROVIDE EXPANSION JOINT BY DRILLING INTO THE FACE OF

THE EXISTING WALK FOR PLACEMENT OF DOWELS. TIE NEW SIDEWALKS INTO NEAREST EXISTING PAVEMENT

JOINT; MATCH WIDTH OF EXISTING WALKWAY.

14. WHERE SIDEWALK OR WALKWAYS ARE ADJACENT TO PARKING SPACES THE WALKWAY SHALL BE A MINIMUM

6.5' WIDE AS MEASURED FROM THE FACE OF CURB.

15. MAXIMUM RUNNING SLOPE FOR WALKING SURFACES CANNOT BE GREATER THAN 1:20 AND CROSS SLOPES

CANNOT BE GREATER THAN 1:48.  HANDICAP SPACES SURFACE SLOPES SHALL NOT EXCEED 1:48 IN ALL

DIRECTIONS.

16. SIGHT TRIANGLES - NOTHING OVER 30" HIGH SHALL BE ALLOWED WITHIN THE SIGHT DISTANCE TRIANGLES.

17. THE SITE SHALL BE FULLY STABILIZED (90% COVERAGE) PRIOR TO ISSUANCE OF A BUILDING CERTIFICATE OF

OCCUPANCY OR PROJECT APPROVAL

18. HANDICAP RAMPS SHALL BE INSTALLED PER LATEST EDITION OF THE NC BUILDING CODE AND ANSI 117.11

WITH DETECTABLE WARNING DOMES WITH A COLOR CONTRAST OF 70% MINIMUM.  SEE DETAILS AND GRADING

SPOT ELEVATIONS, IF THE EXISTING CONDITIONS PRECLUDE THE ABILITY TO PROVIDE A MAXIMUM SLOPE 1/12

FOR 6-FEET OR A MAXIMUM CROSS SLOPE OF 1:48 AND A 36” MINIMUM LANDING, THE CONTRACTOR SHALL

NOTIFY ENGINEER OR OWNER REPRESENTATIVE PRIOR TO INSTALLATION.

19. THE TESTING AGENCY SHALL BE RESPONSIBLE FOR PROVIDING THE ASPHALT AND CONTRACTOR

CERTIFICATION MEMO TO NCDOT FOR ALL ROADWAY IMPROVEMENTS WITHIN THE PUBLIC RIGHT-OF-WAY.

20. ALL PROPOSED OUTDOOR LIGHTING WILL MEET THE STANDARDS OF UDO SEC 7.4 AND ZONING CONDITIONS Z-22-17

#4 AND #5.

21. ALL MECHANICAL EQUIPMENT WILL MEET THE SCREENING STANDARDS OF UDO SEC 7.2.5.
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Date Description

ADMINISTRATIVE

SITE REVIEW

No.

Seal:

KOTARIDES DEVELOPERS

5601 VIRGINIA BEACH BLVD

VIRGINIA BEACH, VA 23462

T: (757) 461.1000

PRELIMINARY - DO NOT

USE FOR CONSTRUCTION

SITE

02.27.2018 REVISIONS TO CITY 1ST REVIEW1

03.27.2018 REVISIONS TO CITY 2ND REVIEW2

04.19.2018 REVISIONS TO CITY 3RD REVIEW3

0 20 40 80

1"= 40'SCALE:

NORTH

H/C

SITE LEGEND

PROPOSED BUILDING

PROPOSED CONCRETE SIDEWALK

PROPOSED ASPHALT PAVEMENT

PROPOSED CURB & GUTTER

PROPOSED STOP BAR

PROPOSED CROSSWALK

PROPOSED SIGN

PROPOSED ADA PARKING SPACE

PROPOSED CIP WALL

PROPOSED WHEEL STOP

PROPOSED GRAVEL TRAIL

PROPOSED TREELINE

PROPOSED BIKE RACK

PROPOSED BENCH

LIMITS OF DISTURBANCE

ACCESSIBLITY ROUTE

BUILDING ENTRY

SITE DATA TABLE
ZONING: OX - 4 - PL- CU
TOTAL ACREAGE: ±8.54 AC

R/W DEDICATION: 0.82 AC
NET SITE ACREAGE: 7.72 AC

BUILDING/ STRUCTURE SETBACKS (MIN.)

FROM PRIMARY STREET (MIN.): 5'

FROM SIDE STREET (MIN.): 5'

SIDE LOT LINE (MIN.): 0' OR 6'

REAR LOT LINE (MIN.): 0' OR 6'
ALLEY 4' or 20' MIN.

BUILD-TO (URBAN FRONTAGE)

PRIMARY STREET : 10. MIN./ 50' MAX.

BUILDING WIDTH IN BUILD-TO (50% MIN.): 55%

SIDE STREET (0' MIN./100' MAX.): N/A

BUILDING WIDTH IN SIDE BUILD-TO(25% MIN):
N/A

PARKING SETBACKS (MIN.)

PRIMARY STREET (TRINITY ROAD): 50'
SITE STREET: 10'
SIDE PROPERTY LINE: 0' OR 3'
REAR PROPERTY LINE: 0' OR 3'
ALLEY: 4'

VEHICULAR PARKING REQUIRED
RESIDENTIAL: 

1 SPACE / D.U. X UNITS (0-1 BEDROOM) + 1
SPACE PER 10 UNITS FOR VISITORS

2 SPACE / D.U. X UNITS (2 BEDROOM) + 1 SPACE
PER 10 UNITS FOR VISITORS
TOTAL UNITS

1 BDRM - 83
2 BDRM - 71
TOTAL      154

PARKING REQUIRED = 216
 240 LESS 10% REDUCTION (240 X 0.10=24)

PARKING PROVIDED
STANDARD HC

SURFACE        176 7
 GARAGE       32 2

208 9
TOTAL PROVIDED = 217
BICYCLE PARKING REQUIRED

SHORT TERM: 1 SPACE / 20 UNITS = 8 SPACES
(MIN. 4 SPACES)

LONG TERM: N/A --
BICYCLE PARKING PROVIDED = 8 SPACES

TREE CONSERVATION SUMMARY
TREE CONSERVATION AREA: 10%
TREE CONSERVATION PROVIDED = 0.78AC
(10.10%)
OUTDOOR AMENITY AREA REQUIRED: 33,628 SF
(10%)
OUTDOOR AMENITY PROVIDED = 34,926 SF
(0.80 AC)
STREET TYPOLOGY:
TRINITY ROAD - AVENUE 4-LANE DIVIDED

(104' R/W)

DENSITY:

ALLOWED (MAX): 30 UNITS PER ACRE
PROPOSED: 18.62 UNITS PER ACRE

1. ALL MATERIALS AND METHODS OF CONSTRUCTION SHALL BE IN

COMPLIANCE WITH THE OFFICE OF STATE CONSTRUCTION,

DEPARTMENT OF INSURANCE, NCDENR, AND ALL OTHER APPLICABLE

LOCAL, STATE AND FEDERAL GUIDELINES.  ALL UTILITY

CONSTRUCTION SHALL COMPLY WITH APPLICABLE LOCAL

JURISDICTIONAL STANDARDS AND SPECIFICATIONS.

2. EXISTING SURVEY INFORMATION INCLUDING TOPOGRAPHIC

INFORMATION PROVIDED BY STEWART , UNLESS OTHERWISE NOTED.

THE CONTRACTOR SHALL BE RESPONSIBLE FOR FIELD VERIFYING

EXISTING CONDITIONS PRIOR TO COMMENCEMENT OF ANY WORK.

THE CONTRACTOR SHALL IMMEDIATELY NOTIFY THE OWNER'S

REPRESENTATIVE OF ANY DISCREPANCIES OR CONFLICTS.

3. THE CONTRACTOR SHALL BE RESPONSIBLE FOR CONTACTING,

COORDINATING AND PAYMENT FOR ALL NECESSARY LOCATING

SERVICES INCLUDING INDEPENDENT LOCATING SERVICES. THE

CONTRACTOR SHALL PROVIDE NOTICE OF EXCAVATION TO

NOTIFICATION CENTER  AND FACILITY OWNERS (PER NC STATUTE) NO

LESS THAN 3 BUSINESS DAYS AND NO MORE THAN 12 WORKING DAYS

PRIOR TO BEGINNING DEMOLITION, EXCAVATION OR ANY OTHER

FORM OF CONSTRUCTION. THE CONTRACTOR SHALL IMMEDIATELY

NOTIFY THE OWNER'S REPRESENTATIVE OF ANY DISCREPANCIES OR

CONFLICTS.  NO EXCAVATION OR DEMOLITION SHALL BE STARTED

WITHOUT ALL UTILITIES BEING LOCATED.

4. ALL SUB-SURFACE UTILITIES IDENTIFIED ON THE CONSTRUCTION

DOCUMENTS ARE SHOWN IN THEIR APPROXIMATE LOCATION BASED

ON SURVEY INFORMATION GATHERED FROM FIELD INSPECTION

AND/OR ANY OTHER APPLICABLE RECORD DRAWINGS WHICH MAY BE

AVAILABLE. THE CONTRACTOR SHALL IMMEDIATELY NOTIFY THE

OWNER'S REPRESENTATIVE OF ANY DISCREPANCIES OR CONFLICTS.

5. EXISTING IMPROVEMENTS DAMAGED OR DESTROYED BY THE

CONTRACTOR DURING CONSTRUCTION SHALL BE RESTORED OR

REPLACED TO ORIGINAL CONDITION AND TO THE SATISFACTION OF

THE OWNER'S REPRESENTATIVE AT THE CONTRACTOR'S EXPENSE.

6. THE CONTRACTOR SHALL BE RESPONSIBLE FOR OBTAINING AND

COORDINATING PERMITS, INSPECTIONS, CERTIFICATIONS AND OTHER

REQUIREMENTS WHICH MUST BE MET UNDER THIS CONTRACT.

7. THE CONTRACTOR SHALL MAINTAIN “AS-BUILT” DRAWINGS TO

RECORD THE ACTUAL LOCATION OF ALL PIPING PRIOR TO

CONCEALMENT, VALVE AND MANHOLE CHANGES, AND  HARDSCAPE

OR  LANDSCAPE CHANGES.  DRAWINGS SHALL BE PROVIDED TO THE

OWNER'S REPRESENTATIVE AT REGULAR INTERVALS, OR AS

REQUESTED THROUGHOUT THE PROJECT FOR RECORD KEEPING.

8. IF DEPARTURES FROM THE PROJECT DRAWINGS OR SPECIFICATIONS

ARE DEEMED NECESSARY BY THE CONTRACTOR, DETAILS OF SUCH

DEPARTURES AND REASONS THERE OF SHALL BE SUBMITTED TO THE

OWNER'S REPRESENTATIVE FOR REVIEW. NO DEPARTURES FROM

THE CONTRACT DOCUMENTS SHALL BE MADE WITHOUT THE EXPRESS

WRITTEN PERMISSION OF THE OWNER'S REPRESENTATIVE.

9. THE CONTRACTOR SHALL BE RESPONSIBLE FOR THE RELOCATION OF

ANY EXISTING UTILITY LINES REQUIRED TO COMPLETE ANY PORTION

OF CONSTRUCTION. THE CONTRACTOR SHALL ALSO BE RESPONSIBLE

FOR THE COORDINATION AND COSTS OF THE RELOCATION AND

ASSOCIATED WORK.

10. THE CONTRACTOR SHALL BE RESPONSIBLE FOR KEEPING THE

PREMISES FREE FROM ACCUMULATIONS OF WASTE MATERIALS AND

RUBBISH CAUSED BY THE CONTRACTOR. ALL DEBRIS SHALL BE

REMOVED FROM THE PROJECT SITE ON A DAILY BASIS.

11. THE ENGINEER AND/OR OWNER DISCLAIM ANY ROLE IN THE

CONSTRUCTION MEANS AND/OR METHODS ASSOCIATED WITH THE

PROJECT AS SET FORTH IN THESE PLANS.

12. ROADWAYS (TEMPORARY OR PERMANENT) MUST BE CAPABLE OF

SUPPORTING FIRE FIGHTING APPARATUS (85,000 LBS) DURING ALL

PHASES OF CONSTRUCTION ONCE VERTICAL CONSTRUCTION HAS

BEGUN.

GENERAL NOTES:
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